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INTRODUCTION

Congratulations on purchasing an Eckman Silent Shredder We
aim to provide quality tools at an affordable price. We hope
you will enjoy using this machine for many years.

Your Silent Shredder GT5715 has been designed for
shredding organic material such as dry plant residue, twigs,
sticks and branches up to 40mm thick. It is intended for DIY
use only.

SAFETY INSTRUCTIONS

Warning! When using mains-powered tools, basic safety precautions, including
the following, should always be followed to reduce risk of fire, electric shock,
personal injury and material damage.

Read the whole manual carefully and make sure you know how to switch the
tool off in an emergency, before operating the tool.

Save these instructions and other documents supplied with this machine for
future reference.

ELECTRICAL SAFETY

The electric motor has been designed for one voltage only. Always check that the
power supply corresponds to the voltage on the rating plate.

Using an Extension Lead

Always use an approved extension lead suitable for the power input of this tool.
Before use, inspect the extension lead for signs of damage, wear and ageing.
Replace the extension lead if damaged or defective. When using an extension lead
on a reel, always unwind the lead completely. Use of an extension lead not suitable
for the power input of the tool or which is damaged or defective may result in a
risk of fire and electric shock. If the supply cord is damaged, it must be replaced by
an electrician or power tool repairer in order to avoid a hazard.
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1. Keep work areas clean. Cluttered work areas and benches can cause accidents.

2. Consider work area environment. Do not expose your tool to high humidity
or rain. Do not use your tool in damp and wet conditions. Keep the work area
well lit. Do not use your tool where there is a risk of causing fire or explosion,
e.g. in the presence of flammable liquids and gases.

3. Keep children away. Do not allow children, visitors or animals to come near
the work area or to touch the tool or power lead.

4. Dress appropriately. Do not wear loose clothing or jewellery, as these can be
caught in moving parts. Preferably wear non-slip footwear when working
outdoors. Wear protective hair covering to keep long hair out of the way.

5. Head protection. Always use safety glasses. Use a face or dust mask whenever
the operations may produce dust or flying particles. Wear ear protection
whenever the sound level seems uncomfortable.

6. Guard against electric shock. Prevent body contact with earthed or grounded
surfaces (e.g. pipes, radiators, cookers and refrigerators). Electric safety can be
further improved by using a high sensitivity (30 mA / 30 ms) residual current
device (RCD).

7. Do not overreach. Keep proper footing and balance at all times.

8. Stay alert. Watch what you are doing. Use common sense. Do not operate the
tool when you are tired.

9. Secure work piece. Use clamps or a vice to hold the work piece; it is safer as it
frees both hands to operate the tool.

10. Remove adjusting keys and wrenches. Always check that adjusting keys and
wrenches are removed from the tool before operating the tool.

11. Extension leads. Before use, inspect the extension leads and replace if
damaged. When using the tool outdoors, only use extension leads intended for
outdoor use and marked accordingly.

12. Use appropriate tool. The intended use is described in this instruction manual.
Do not force small tools or attachments to do the job of a heavy duty tool. The
tool will do the job better and safer at the rate for which it was intended. Do
not force the tool.

Warning! The use of any accessory or attachment, or performance of any
operation with this tool other than those recommended in this instruction
manual may present a risk of personal injury.




A GENERAL (cont.)

13. Check for damaged parts. Before use, carefully check the tool and power lead for
damage. Check for misalignment and seizure of moving parts, breakage of parts,
damage to guards and switches and any other conditions that may affect its
operation. Ensure that the tool will operate properly and perform its intended
function. Do not use the tool if any parts are damaged or defective. Do not use
the tool if the switch does not turn it on and off. Have any damaged or defective
parts repaired or replaced by an electrician or a power tool repairer. Never attempt
any repairs yourself.

14. Unplug the tool. Shut off the power and wait for the tool to come to a complete
standstill before leaving it unattended. Unplug the tool when it is not in use, before
changing any parts of the tool, accessories or attachments and before servicing.

15. Avoid unintentional starting. Do not carry the tool with a finger on the on/off
switch. Make sure the tool is switched off when plugging in.

16. Do not abuse the cord. Never carry the tool by its cord or pull it to disconnect
from the socket. Keep the cord away from heat, oil and sharp edges.

17. Connect dust extraction equipment. If devices are provided for the connection
of dust extraction and collection facilities, ensure that these are connected and
properly used.

18. Store idle tools. When not in use, tools should be stored in a dry, locked up or
high place, out of reach of children.

19. Maintain tools with care. Keep tools clean and in good condition for better and
safer performance. Follow the instructions for maintenance and changing
accessories. Keep handles and switches dry, clean and free from oil and grease.

20. Have your tool repaired by an electrician or a power tool repairer.
This power tool complies with relevant safety requirements. To avoid danger,
electrical appliances must only be repaired by qualified technicians using original
spare parts; otherwise this may result in considerable danger to the user.

21. This appliance is not intended for use by young children or infirm persons
without supervision. Young children should be supervised to ensure that they do
not play with the appliance.

22. Replacement of the supply cord. If the supply cord is damaged, it must be
replaced by the manufacturer, its service agent or similarly qualified person in
order to avoid hazard.



SAFETY INSTRUCTIONS FOR SILENT SHREDDERS k

e Only use the shredder in dry conditions and never outdoors when it is raining.

® Do not allow children or any person who has not read this instruction manual or
who is not familiar with the shredder, to operate it.

® Remember that the operator may be held responsible for accidents or hazards
occurring to other people and/or their property.

e Only use the shredder in dry conditions and never outdoors when it is raining.
e Ensure the shredder is placed on a firm and level surface prior to using.

e Before starting the shredder, ensure that the chute is empty.

* Never use the shredder with damaged safety devices or without protection.

* Never operate the shredder unless the chute is in place and securely fastened.
e Wear ear protection when operating the shredder.

e Never look directly into the outlet while the shredder is running as loose debris
may be ejected.

e Do not allow processed material to build up in the discharge chute. This may
prevent proper discharge and can result in kickback of material through the
feeding hopper.

e If the machine becomes clogged, switch off the machine and disconnect from
power. Allow the cutter to come to a stop. Clear debris from the cutter assembly.

* Never attempt to shred bones, stone, glass, metals, plastic or rags.

® Ensure all customer assembled hex-screws and nuts are properly tightened
before use.

* Wear protective gloves, safety glasses and avoid loose clothing.

WARNING! Rotating cutter head. Keep hands and feet out of openings.

e Store shredder upright in a dry place when not in use.

* Never put your hands in the cutter area while the cutter assembly is running or
the shredder is plugged in. The cutter continues to run for a few seconds after
the shredder has been switched off.

e |f the cutter strikes any foreign objects or if the shredder starts making any
unusual noise or vibration, switch off the shredder immediately and disconnect
the power. Allow the cutter to come to a stop and take the following steps:

- inspect for damage.
- check and tighten any loose parts.

- have any damaged parts replaced and/or repaired by an electrician or
power tool repairer.

e Always switch off the shredder and disconnect the power whenever you leave
k the work area.
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Remove the silent shredder and its contents from within the carton.

Fg.1

1. Carefully place the machine upside down resting on the feeding hopper. Position
the legs ensuring they are assembled so that they are angled outwards (fig.1).

2. Secure the legs to the machine with the washers and hex-screws, using the 6mm
allen key provided (fig.1).

3. Feed the wheel axle though the holes in leg stand (fig.2).

4. Fit a flat washer, sleeve washer, wheel, flat washer then lock nut to the axle.
Repeat on the opposite side. Only hand-tighten the lock nuts (fig.2).

5. Carefully turn the shredder upright so it is standing on the leg stand and wheels.

6. Tighten the wheel lock nuts simultaneously using 13mm spanners, taking care not
to over-tighten.

7. Press the wheel caps onto the wheels.

8. Return the allen key to the holder, making it readily available.



OPERATION k

Direction Control Knob

Prior to operation, the direction control knob has to be turned to either feeding or
reverse feeding mode. When the control knob is in the centre, it is in the "off
position ('O’). When turned counter-clockwise, the shredder is in the feeding mode
(as indicated by {Y). When turned clockwise, the shredder is in the reverse
feeding mode (as indicated by TY). The control knob alone will not start the
motor. It only determines the direction of the rolling cutter head.

SYMBOL FUNCTION EXPLANATION
Y Feeding Allows material to be shredded
Y Reverse feeding If a sudden blockage occurs, material will be

ejected by reversing cutter head

1 On Motor has power to it; cutter head rotates

0 Off Power to motor is cut; cutter head stops turning

On/Off Safety Buttons

Once the direction control knob has been set to the desired mode, turn on the
shredder by pushing the green ‘I' button. To turn off, push the red ‘O’ button.

To stop quickly in an emergency simply press the red ‘O’ button.

Internal No Volt Release Switch

The shredder is fitted with an internal no volt release switch. If there is a loss

of power (power cord has accidentally been pulled out etc.) the shredder will
turn off and remain off (for user safety) even when reconnected to the power

supply. To restart the shredder once the power supply has been reconnected,
simply push the green ‘I’ (On) button.

Note: Do not feed material into the shredder when the motor is not running. It
could cause a blockage in the shredder and cause damage to the machine.

Changing Direction of Cutter

To change the direction of feeding, first turn the shredder off and wait until the
rolling cutter head has completely stopped. Then turn the direction control knob
to the desired setting and turn on the shredder.

Auto Reverse

In the event of a sudden blockage, the shredder can automatically change the
direction of the cutter head. This causes the material to be fed back out of the
shredder. If this occurs, switch off the motor, wait until the rolling cutter head has
stopped and then restart the motor. If the blockage re-occurs immediately be
aware that the material you are shredding may not be suitable for shredding or
needs to be fed at a slower rate.

N



A OPERATION (cont.)

Motor Protection

The shredder is equipped with a built-in motor protection system which prevents the
motor being overloaded. In the event of overloading, the shredder will switch off
automatically. If this occurs allow the motor to cool for 5 minutes and then proceed to
shred your material.

Shredding

The shredder is recommended for materials no larger than 40mm in diameter such as
twigs, branches, bush and hedge trimmings, plant parts and other garden waste.

The shredder is not suitable for materials such as glass, metal, plastic bags, stones,
fabric, earth-covered roots and waste that doesn't have a firm consistency, eg.
kitchen waste.

The material to be shredded is fed into the feeding hopper and, assuming it is not too
bulky, is automatically self-fed through the rolling cutter head and shredded.

Branches and twigs should be shredded shortly after being cut. They become
extremely hard after drying out and consequently do not feed as well.

Garden waste such as fresh foliage, creepers and vines contain a lot of water and
therefore stick within the shredder and can wrap around the spiral cutter. Such material
should be dried out for a few days before being shredded.

Adjusting the Cut

The rolling cutter head rotates, pulling the material to be shredded past a metal plate
to in effect grind and cut the material. This metal plate may need to be adjusted to
suit the size of the material being shredded. If the material passes through the cutter
and is not severed, the plate may need to be adjusted closer to the rolling cutter
head. This adjustment can be made by the hex bolt located on the right side of the
discharge chute. Use the 8mm allen key supplied. Adjusting the hex bolt clockwise
moves the plate closer to the spiral cutter and adjusting the hex bolt counter-clockwise
moves the plate away from the spiral cutter. With the motor running, turn the adjusting
bolt clockwise, slowly until a scraping noise is heard. Fine metal shavings will fall from
the discharge chute. Back off the adjusting bolt by a 1/4 turn. Insert garden material
and check that shredding is satisfactory.

Note: If a foreign object comes into contact with the spiral cutter or if the machine
produces an abnormal noise level or abnormal vibrations, switch off the motor
immediately. Disconnect the power supply and check for any damage.

Composting
The shredded material can be composted in many various ways:
e The material can be placed in a heap directly on the ground (cold composting).

® The material can be placed in a plastic container, wooden crate, skeleton container
or similar (cold composting).

e The material can be placed in an insulated compost holder. The heat is then held
for longer and the rotting process also continues during the winter. This method
produces faster results (warm composting).

e The material can be spread directly onto the garden (surface composting).

e Use a dust mask and safety gloves when handling composted material to prevent
contamination from micro organisms. ‘



MAINTENANCE

Warning! Always disconnect the shredder from the power supply before
performing any maintenance.

The shredder requires very little maintenance. In order to maintain the efficiency of
the machine and to achieve a long service life, observe the following:

* Keep the air openings clean and free of obstructing material.
e Check the customer installed nuts and hex-screws (tighten if necessary).

* Spray the spiral cutter after each use with an environmentally-friendly,
biodegradable oil to protect against corrosion.

* Always clean the shredder after each use. Brush away dirt and plant residue
which may be caught in the spiral cutter. Wipe clean the outside of the
shredder with a cloth which has been moistened with a mild detergent
and water.

e Store the shredder upright in a dry position.

Note: T2 Direct Ltd will not be responsible for any damage or injuries caused
by the repair of the shredder by an unauthorised person or by mishandling of
the tool.
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LABELS ON YOUR TOOL

compliance mark
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V Volts Hz Hertz
~ Alternating current | W Watts
No No load speed /min Revolutions or
reciprocation per
minute
Regulator ™ Sound power level

WARNING

Read operator’s
manual

L

m

C

Danger — Rotating
blades. Keep hands
and feet out of
openings while
machine in running.

Beware of debris
being ejected from
the shredder

Keep bystanders
away

>

Switch off and remove
plug from mains before
adjusting, cleaning or if
the cord is entangled
or damaged.

@ LB B> ®

Wear eye
protection

®

Wear safety gloves
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CONTENTS

1 x Silent Shredder GT5715 2 x Wheel Caps

4 x Hex-screws and Washers 1 x 6mm allen key

2 x Stabilising Legs/Stands 1 x 8mm allen key

1 x Assembled Axle 1 x Instruction Manual
2 x Wheels

Eckman Garden Tools are imported and distributed
by T2 Direct Ltd — London
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